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FloCap Performance Specifications REVISIONS
COLOR Flow SenseTiviTy: 1 LPM REV| DCOS AFFECTING THIS DRAWING | DATE  |APPROVED
SCALE CO2% detection: 0%, 1-2%, >5% A [INITIAL REL. DCO # 4730 | 1172713 |o. tarsen
| ABEL Use Duration: 24 hours 7/8/14 D. LARSEN
Storage Temperature: 5C(4TF) to 25C(75F) B 8%%%8?% SO
Use Temperature: 10C(50F) to 40C(104F)
D Internal Volume: <25m|
Leak Rate (ISO 9360-1) 0.0 ml/min
]C)omphomce (ISO 9360- 0.44 mi/kPa
Device Weight: 23 grams
Burst Pressure: > 20psi
TOP Pressure Drop (ISO9360-1)
HOUSING at 30 LPM 0.7 cmH20
at 60 LPM 2.7 cmH20
at 90 LPM 5.7 cmH20
Connector Ports (ISO 5356-1)
Patient end: 15mm 1.D. / 22mm O.D. -
Venilator end: 15mm O.D. e
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15mm male conic (ISO 5356-1)
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HOUSING
15mm female conic (ISO 5356-1 )/ 22mm male conic (ISO 5356-1)
maxtec®
A AND PER ANSI Y14.5-1982 SALT LAKE CITY, UTAH
X g SPECIFICATION,
San’ s FloCap
Q.A. CHECKED : .
spisociicol . G.ROTH 6/12/14  C. CINDRICH 20013 B R500P22 B
see COPAD4fordetals — ~ BENNETT 6/12/14 M. SWANK 6/12/14 SCALE: 1:2 SHEET 1 OF 1
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