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Summary of products

Pulse Oximetry Sensors Viamed  Dolphin  Aristo
Finger sensors v v v
Multi-site 'Y’ sensors v v v
Ear sensors v
Extension cables v v v
Adapter cables v v v
D.O.T. Sensors v
Wrap sensors v
Disposables v v ~

Pulse oximetry sensor repair services
Pulse oximeters - Stand alone, hand held, compact PC
Pulse oximetry simulators and testers

Oxygen sensors
Oxygen monitors and analysers

Oxygen hoods
Patient monitors
Infant resuscitation cabinets

Infant resuscitators
Radiant warmers

Phototherapy masks
Phototherapy light shields

ECG cables

Temperature probes

Supra-maximal nerve stimulator

Chart & recorder paper [
VIARMED
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APGAR TIMER - CE File


Device Specification.

The Device must have the ability to produce Apgar Scoring under clinical conditions.

It must have a read-out of such size as to be seen adequately from the working area of the Resuscitation Cabinet – 10mm L.C.D. display would suffice.

It must be Battery operated only (no mains outlet).

It must have sufficient back face area to accept the attachment of a Plastic Dovetail bracket for clamping to a back rail in the cabinet (dimensions are available from the Cabinet / Tom Thumb drawings.

O.02 Specification Brief_Apgar Timer


23/12/2004

Page 1


[image: image1.jpg][image: image2.png]