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Summary of products

Pulse Oximetry Sensors Viamed  Dolphin  Aristo
Finger sensors v v v
Multi-site 'Y’ sensors v v v
Ear sensors v
Extension cables v v v
Adapter cables v v v
D.O.T. Sensors v
Wrap sensors v
Disposables v v ~

Pulse oximetry sensor repair services
Pulse oximeters - Stand alone, hand held, compact PC
Pulse oximetry simulators and testers

Oxygen sensors
Oxygen monitors and analysers

Oxygen hoods
Patient monitors
Infant resuscitation cabinets

Infant resuscitators
Radiant warmers

Phototherapy masks
Phototherapy light shields

ECG cables

Temperature probes

Supra-maximal nerve stimulator

Chart & recorder paper [
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 Ltd.
15 Station Road, Cross Hills, Keighley, West Yorkshire, BD20 7DT, UK.

Website: www.viamed.co.uk.  Email: info@viamed.co.uk.

Tel: +44 (0)1535 634542.  Fax: +44 (0)1535 635582.



DESIGN YOUR OWN OXYGEN HOOD
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Please insert the dimensions that you require (in mm)

Indicate the Position & Size of:

· O2 Inlet Holes (normally 22mm)

· IV Line Slots

· Extra Holes

· Side Ports

· Temperature Probe (if required) (18mm hole)

· Flow Diverter (if required) (18mm hole)

Following our standard design style would be preferred, but other designs may be possible.

Please complete the following:
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Do you require?





Soft front flap (available for neck openings


up to a maximum arc length of 330mm)


Adjustable sliding front


If yes, what is the maximum height of the point? 


A when closed?


Temperature Probe


Flow Diverter?


Clear Perspex


Or


Amber 300 Perspex


(for use with phototherapy)











Name:


Department:


Hospital:














Telephone No:





Signature:





Date:












