In order to maintain the audited technical files necessary to comply with current EU regulations and CE certifications, it is now mandatory that we obtained specific post market surveillance information from end users of products. 
[bookmark: _GoBack]As part of this we need actual cleaning intervals information concerning the SpiroTrue Flowsensor A. We would be grateful if you could please kindly assist by completing the attached quick survey and returning back to us at Viamed.

Name:
Department:
Hospital/Company
Date:


	4310001 Flowsensor SpiroTrue A 

	Cleaned
	Disinfected

	Per patient
	YES/NO
	YES/NO

	Daily
	YES/NO
	YES/NO

	Weekly
	YES/NO
	YES/NO

	Typical number of reprocessing cycles performed
	
	

	Maximum number of reprocessing cycles performed
	
	

	Reprocessed until calibration failed
	YES/NO
	YES/NO







4310002 version on the next page.


In order to maintain the audited technical files necessary to comply with current EU regulations and CE certifications, it is now mandatory that we obtained specific post market surveillance information from end users of products. 
As part of this we need actual cleaning intervals information concerning the SpiroTrue Autoclavable Flowsensor A (PC). We would be grateful if you could please kindly assist by completing the attached quick survey and returning back to us at Viamed.

Name:
Department:
Hospital/Company
Date:


	4310002 Flowsensor SpiroTrue A (PC) 
Autoclavable 
	Cleaned
	Disinfected
	Sterilized-Autoclaved

	Per patient
	YES/NO
	YES/NO
	YES/NO

	Daily
	YES/NO
	YES/NO
	YES/NO

	Weekly
	YES/NO
	YES/NO
	YES/NO

	Typical number of reprocessing cycles performed
	
	
	

	Maximum number of reprocessing cycles performed
	
	
	

	Reprocessed until calibration failed
	YES/NO
	YES/NO
	YES/NO



